WO#1595707  pure o3

elwlzo____ Inspeetion Crew’[ﬁ«;u_k.s._t-_eg-_&ﬁawsm

aan_D Biep

<ation _ANpPovep
<Switchl.D. #_22 =3p .
3 Facing _ ¥ Triling

i i
4 Point to Point  S1%

3 Point Condition :
éjy R Nothing less than 4 inches or greater than $ inches.
oint Throw, lep 3 1/2 inches on house top point protected
S%,

N_S % _
6a Point Opening
N_S5% L Ye,
7 Fit
YR
8 General Condition of the Points
Y R

Heel of Switch %

9 Main o %4

10 Turnout __ <t ,

11 Gage ahead of Bend  SL 72
Must not be legs than 56 inches or
more than 87 inches for “S”

12 Heel Spread in Inches
Tumout _ 6%,

13 Main (N

Stock Rail
14 Bend
Y R
15 Condition
®vY R

Boltg
[6Loose 0 N/A

17 Missing N/A

Rivets (Huck Bolts)
N.A

I8 Loose . o
[9Missing 9 N/A

20 Cotter Pins Missing — o __NA
21 Jam Nuts Loose 0 N/A

21a Washers @/ Broken _ Missing

Remarks on page
GMLIC 1110200

22 Standard Joints
Y R NA

23 Switch Plates
Sy

85)Y R NA
4a Non-Adjustable Braces
S YR @b

24 Adjustaaz Braccs

2

25 Front Rod
@ Y R NA

26 #1 Rod (Basket Rod)
®YR

27 #2 Rod
Y R
28 #3 Rod
Y R NA
29 #4 Rod
Y R N/A
30 Closure Rail
YR
31 Surface of Switch
YR

Using 8 62’ cord, not over
1"to11/2" fora Y and no
more than 1 1/2” to | 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
(®Y R
33 Switch Adjustments
Yes
34 Lubrication
Dry
35 Switch T argets/Lamps
Ok Missing
36 Latches
Broken Missing
37 Locks

@ Broken Missing
A&General Condition
Y R

3% nsulated Joints
S)Y R

39a Regular Joints

@ Y R



.-
T

inli rog In
50 Location
50a Switch IL.D. #
51 Facing Trailing
52 Frog Tread N YR
R YR
53Frog# 10
54/79 Point Condition
YR

55 Condition of Frog

BYR
56 Surface of Frog

YR

57 Throat inInches _ 3 %
72 Flangeway Depth _
Flangeway Depth must not be less than 1 %”

58 Main Track S ¥r
59 Turnout Track _ S¢ ¥e
Gage must not be less than 56” any class

Guard Rails
60 Guard Rail Gage N S¥ R s/
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N S2% R 2 %
Back to Back Gage must be less than 53 1/8”
62 Condition

S YR
63 Location of Guard Rail (Relation to Point)

&Y R

Rei

64 Main Track

AYRNA
65 Tumout Track

@ Y R NA

Class 1 Gage 56” to 57 %"

More than 57 44” Out of Service

Class 3 Gage 56" to 57

More than 57" to 57 " downgrade to
Class 2 and gets a Y

Remarks on page 3

GMLJC 11-10-2010

Page2of 3

66 Condition
Y R NA
67 Rail Movement
®© YR NA

68 Lead

® Y RNA
69 Guard Rail Flangeway

©®YRN_ e R_(Y
Guard Rail Flangeway can not be less 1 %"
70 Guard Rail Plates

©Y R NA
7 Plates

Y R NA

Bolts
73 Loose o) N/A
74 Missing O N/A

75 Loose D N/A
76 Missing @ _NA
77Nuts Missing_ & N/A
78 Cotter Ping Missing o N/A
79 Washers Broken___Missing__ N/A

80 Hold Down Devices
®YRNA

81 Spring Houging
SYR

82 Derails

s Y REA

83 imum difference in any 31’ in Cr

Level on the siding from the Frog Point to

84 Condition of Line thru entire turnout

PYR



Remarks

Frren Feor PT

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: % lg?/fk? Date: é ’S@ // C\P
% |

11-10-2011




Mainline
pate _ gloclie
Watchman__ D Bipp

I Location _(CROoMIUEL _
2 SwitchI.D. # &

WOH 1503237 page 1 of 3
Inspection Crew—,[_.ﬁcﬂ_\sgga,_ﬂ .__%_uvs/m_

22 Standard Joints
Y R NA
23 Switch Plates

3 Facing_X __ Triling
(5? Y R
Rail Pointg 24 Adjustable Braccs
O Y R NA

4 Point to Point __Sp Y
5 Point Condition o
S YR Nothing less than 4 inches or greater than § inches,
6 PO’"E.T]“'O“'- Min 3 1/2 inches on house top point protected
N _S% sy

6a Point Openinp
N §'/z. oy Y
7 Fit
QYR
8 @G)eneral Condition of the Points
Y R

Heel of Switch

9Main___ L%

10 Turnout 556

11 Gage ahead of Bend Sy, /4,
Moust not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumout (n/4

13 Main (0%

Stock Rail
14 Bend
Y R

|5 Condition

@Y R
Bolts
[6Loose o N/A
17 Missing QO NA
Rivets (Huck Bolts)
I8 Loose 0 NA

19 Missing o N,A
20 Cotter Pins Missing .8 __NA

21 Jam Nuts Loose nY N/A
2la Washers @ Broken _ Missing
Remarks on page

GAEIC 1 1-10-2001

24a'Non-Adjustable Braces

.SYR@

25 Front Rod
®Y R NA
26 #1 Rod (Basket Rod)
S )Y R
27 #2 Rod
YR
28 #3 Rod
Y R NA
29%4 Rod
Y R N/A
30 Closure Rail
YR
31 Surface of Switch
S)Y R
sing a 62’ cord, not over
1"t011/2" for a Y and neo
more than { 1/2” to | 3/4”
For a R, Great than 13/4” js Out
of Service
32 Head Block Tics
@Y R
33 Switch
Yes
34 Lubrication
Dry
35 Switch Targets/ Lamps

Ok Missing |
36 Latches @

justments

( Broken Missing
37 Locks
(2} Broken  Missing
38 General Condition
Y R
39 Insulated Joints
n Y R

39%a-Regular Joints
@ Y R



Mainling

50 Location

50a Switch LD. #

51 Facing Trailing

52 Frog Tread N Y R
R % Y R

53 Frog #
54/79 Point Condition
YR
55 Condition of Frog
YR
56 Surface of Frog
©YR

57 ThroatinInches 3%
72 Flangeway Depth. [ ‘%,
Flangeway Depth must not be less than 1 %”

58 Main Track S
59 Turnout Track __ SbL'A
Gage must not be less than 56” any class

Raj
60 Guard Rail Gage N S+ R SySg
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N Sz25% R 5554
Back to Back Gage must be less than 53 1/8”
62 Condition

Y R
63 Location of Guard Rail (Relation to Point)
YR
u Rail Clam
64 Main Track
S)Y R N/A
65 Tumout Track
@ Y R N/A

Class 1 Gage 56” to 57 4

More than 57 %” Qut of Service

Class 3 Gage 56” to 57”

More than 57” to 57 V" downgrade to
Class 2 and getsa Y

Remarks on page 3

GM.JC 11-10-2011

Frog In ion Re mi-Ann

Turnout Tiey

66 Condition
Y RNA
67 Rail Movement
@ Y R N/A

68 Lead
Y R NA
69 Guard Rail Flangeway -
YRN_ |7 R |
Guard Rail Flangeway can not be less 1 %"

70 Rail Plates
Y R NA
71 Frog Plates

(s)Y R N/A

Bolts
73 Loose o NA

74 Missing & _N/A
Rivets (Huck)

75 Loose ® N/A
76 Missing © NA
77 Nuts Missing o N/A
78 Cotter Pips,Missing o N/A
79 Washers Broken__ Missing  N/A

80 Hold Down Devices
Y R N/A
81 Spring Housing
SYR

82 Derails
SYR
83 imum difference in any 31’ in Cr

Level on the siding from the Frog Poin t
> beyon last long ti
0) Difference

84 Cond@yof Line thru entire turnout
R



Remarks
Page3 of 3

SUEHT Gap RH cTealour

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: &M@@dkx Date: 6 N r)?@w{‘ Lf

r 7/

11-10-2011



WO# (495221

MAZTER
Page | of 3

Dte _ 4DL/1T  twpection Crew _ Sahizfoe Somushis
Watchman BrRY
I Location _ = =~ 22 Standard Joints
2 Switchl.D. # 373 éj, Y R NA
3 Facing_ X, Trailing S— 23 Switch Platcs
Y R
il Poi 24 Adjusta@: Braccs
4 Point to Point S| 3 §)Y R NA
5 Point Condition 24a Non-Adjustable Braces
S YR Nothing less than 4 inches or greater than 5 inches. S Y R
6 Nof‘f‘l',_l}lzi?g},’zm 3 1/2 inches on house top point protected 58 ;"ront Rod
6a Point Q’pening Y R NA
N_4% 47, 26'#1 Rod (Basket Rod)
7 Eit YR
YR 2742 Rod
8 Xieneral Condition of the Points S)Y R
Y R 28 43 Rod
Y R NA
Heel of Switch 29 #4 Rod
9 Main Yy Y R NA
10 Turnout _ S5¢, 3 . 30 Closure Rail
11 Gage ahead of Bend __ SY,/2 Y R
Must not be legs than 56 inches or 31 Surface of Switch
SSY R

more than 87 inches for “S”
12 Heel Spread in Inches
Tumout (b /4

13 Main 6V

S
14 Bend
® Y R
|5 Condition
(YR
Bolts
6 Loose O N/A
|7 Missing © N/A
Rivets (Huck Bolts)
I8Loosc . © NA
19 Missing O N,A
20 Cotter Pins Missing __ 0 _NA
21 Jam Nuts L. 0 N/A
2la Washers @ Broken _ Missing

Remarks on page
GALIC TL-10-2011

sing a 62’ cord, not over
1"t0o11/2" for a Y and no
more than 1 1/2” to 1 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes 0
34 Lubricatton
Ok
35 Switch TFargets/Lam
Ok Missing _ (N/A

36 Latches
@ Broken_ Missing
37Tocks
Broken  Missing
38 General Condition
Y R



Mainling
50 Location
50a Switch I.D. #
51 Facing Trailing
52 Frog Tread N Y R
R Y R
53 Frog #
54/79 Point Condition
YR
55 Condition of Frog
YR
56 Surface of Frog
®YR

57 Throat in Inches 2.%
72 Flangeway Depth 2
Flangeway Depth must not be less than 1 %”

58 Main Track SiL'n
59 Turnout Track __ SL. 5%,
Gage must not be less than 56” any class
Guard Raily )
60 Guard Rail Gage N S4+'; R S% %4
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 52'4 R S25%
Back to Back Gage must be less than 53 1/8”
62 Condition
®©YR
63 Location of Guard Rail (Relation to Point)
OYR
Guard Rail Clampg
64 Main Track
©OYRNA
65 Turnout Track
©Y RNA

Class 1 Gage 56” to 57 4"
More than 57 4” Out of Servic
Class 3 Gage 56" to 57

More than 57” to 57 " downgrade to
Class 2 and gets a Y

Remarks on page 3

GM.IC 11-10-2011

Frog Inspection Re mi-Ann

Turnout Tiey
66 Condition

®Y RNA
67 Rail Movement
@ Y R N/A
Tie Plates
68 Lead
&Y RNA
69 Guard Rail Flangeway
YRN_I% R I
Guard Rail Flangeway can not be less 1 4"
70 Guard Rail Plates
Y RNA
71 Frog Plates
@ Y R NA

Bolts
73 Loose ® N/A
74 Missing a N/A

Rivets (Huck)

75 Loose ° N/A
76 Missing 0 N/A
77 Nuts Missing _ ¢ N/A

78 Cotter Ping Missing g N/A
79 Washers Broken__ Missing  N/A

80 Hold Down Devices
®Y R NA
81 Spring Housing
S Y R(
82 Derails
S Y RAN/A)
83 imum difference i 31’ in Cro
Level on the siding from the Frog Point t
30" beyond the last long tie
0) Difference

84 Condition of Line thru entire turnout

(BYR



»
.8 4 4 du

Remarks
Page3 of 3

C w By ¥3 Rop

Parep Yeoe ©T» THEnAT
— SHEULY CV Orosyrer
Lonse Z20% FRoG Becr

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable,

Reviewed by: W 'g ?%é Date: 7 f = ?é

11-10-2011




Wo'lk Order Tracking (Tr) Page 1 of 1

Work Order Tracking (Tr) @ Bulletins: (1) # GoTo l.: Reports /» Starl Cenler ‘L Profile B Sign Out % H

v Find: | |dhy  (Select Action v o o 21 @ lagpy IR ikl @ X g s @2 ! Y J
List Work Order Plans Actuals Related Records Safety Plan Log Failure Reporting Specifications
Work Order  [1495221 | [Semi Annual Switch Inspection Site  [LTRAIL Stetus  [APPR

Assel [1262033 [Track switch,L,10,FACING Alias  |3738MOWSW]
Filter
Tasks for Work Ordor 1485221 Filter =1-10f1 % « » Download Pl
Sequence * Task Summary Component Reason for Repair Warranty? ~ Qualifications  Status
100 70 Performed ding to LR MOW i 1 N NONE WPPRT ]
| New Row |
Labor Materials Services Repair Orders

Labor i oFiter : D¢ ®i@1-30f3 & r, Download | ¢ | =1

Task Labor

Approved? Start Date

Start Time End Time Reguler Hours Premium Pay Hours

Rate Warranty? Quallfication Met?

» ~ TSCHISLER v 06/26/14 06:00:00 # 02:00:00 F 8:00
DBYRD4 06/26/14 06:00:00 # 12:00:00 F 0:00
BPANUSKA [06/26/14 | s [06:00:00 A[12:00:004 [ 0:00]
Labor
Task ; Start Date
Labor” BPANUSKA @E‘”@@i - ] startTime
Regular Hours [—_ﬁ_(_)o End Date
Component End Time
Position Rate
Reason for Repair Line Cost
Work Accomplished Type
Part Failure
Memo
I Outside Labor o Premium Pay
) Outside? | Premium Pay Code (OT1.5
Vendor Premium Pay Hours [:G___FO]
Contract Premium Pay Rate 1.50
Revision Premium Rate Type MULTIPLIER

26.29 o
6:00 26.50
[ 600 26.29
[06126114 | Warranty? "
[06:00:00 4 Qualfication Met?
@114_____] Approved?
ITg_ﬁ-Ob_ﬂ Timer Status
[ 22 Craft” [AREPAIR _ |
. Skill Level ] ,,J
,EO_
Charge Information
GL Debit Account [ JO5FHHEHL052 &
GL Credit Account 2
Location CMS373
Asset E{@ﬁ”’"‘
Alias  [373SMOWSW]
Recorded as Received
| Selectlabor | |  SelectPlannedLabor | | New Row |

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=14038112514... 6/26/2014



Mainlineg

Date _______-_‘[é?-b 4
Watchman R4

I Location (CYRAY /e
2 Switch I.D. #
3 Facing _ x_

_Trailing

Rail Poi
4 Point to Point _ S|
5 Point Condition e
.Y R Nothing less than 4 inches or greater than § inches.
6 Foint Throw. pgip 3 112 inches on house top point protected
N_4% 4%
6a Point Opening
N_S% S%
7 Fit '
YR
8®eneml Condition of the Points
Y R

Heel of Switch

9 Main StYe
10 Turnout Y
I1 Gageahead of Bend __ Sz,

Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumout (78
13 Main b4
Stock Rail
14 Bend
Y R

15 Condition

Q@ YR
Bolty
[6Loose o N/A
I7 Missing o N/A
Rivets (Huck Bolts)
18 Loose . N.A
IV Missing a.. NA
20 Cotter Pins Missing Q. _NA

21 Jam Nuts Loose N/A
2la Washers @ Broken  Missing

Remarks on page
G I I1-10-2011

wou_{503353

Inspection Crew™ [ g cHistep B -..PA.M.USKA

Page | of 3

22 Standard Joints
Y R NA

23 Switch Plates
Y R

R
24 Adjustable Braces

Y R NA
24a'Non-Adjustable Braces

25 Front Rod
Y R NA
26 #1 Rod (Basket Rod)
Y R
27 #2 Rod
Y R
28 #3 Rod
Y R NA
29 ¥4 Rod
Y R NA
30 Closure Rail
YR
31 Surface of Switch
SYR

Using a 62’ cord, not over
1"to11/2" fora Y and no
more than { 1/2” to 1 3/4"
For a R, Great than 13/4” js Out
of Service
32 Head Block Ties
§ YR
witch Adjustments
Yes

34 Lubricatj
Ok @')
35 Switch Targets/Lam

Ok Missing_ (
36 Latches

0 Brokcn_
37 Locks

33

Missing
9 Broken  Missing
38 Gencral Condition
Y R
39 Insulated Joints
Y R
39aRcegular Joints
& YR



Mainline
50 Location
50a Switch L.D. #
51 Facing Trailing
52 Frog Tread N SOYR
R ® YR
53 Frog #
54/79 Point Condition
YR
55 Condition of Frog
R

56 Surface of Frog
@ YR

57 Throat inInches _ 3%
72 Flangeway Depth { '
Flangeway Depth must not be less than 1 %”

58 Main Track SL%
59 Turnout Track  X( Y«
Gage must not be less than 56” any class

1

60 Guard Rail Gage N S¢¥e R 34%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N Sz% R $S2.%
Back to Back Gage must be less than 53 1/8”
62 Condition

®YR
63 Location of Guard Rail (Relation to Point)

®YR

Guard Rail Clampg

64 Main Track
Y R N/A
65 gmout Track
Y R NA

Class 1 Gage 56” to 57 %”
More than 57 %” Qut of Servic
Class 3 Gage 56” to 57

More than 57" to 57 V" downgrade to
Class 2 and gets a Y

Remarks on page 3

GM:JC 11-10-2011

Frog Inspection Re mi-Ann

Turnout Tieg
66 Condition

Y RNA
67 Rail Movement
® Y RNA
Tie Plates
68 Lead
£Y RNA
69 Guard Rail Flangeway
YRN_ (Yo R_\¥%
Guard Rail Flangeway can not be less 1 4"
70 Guard Rail Plates
®Y RNA
71 Frog Plates
@ Y R NA

Bolts
73 Loose 2 N/A
74 Missing o N/A

Rivets (Huck)
75 Loose o) N/A
76 Missing a _NA
77NutsMissing o N/A
78 Cotter Pins Missing o N/A
79 Washers @ Broken___ Missing_ N/A

80 Hold Down Devices
®Y RNA
81 Spring Houging
82 Derails
S YR
83 imum difference in 31'in Cros
Level on the siding from the Frog Point t
30" beyond the last long ti

(9) Difference

84 Conditi@on of Line thru entire turnout
YR



% e i v »

Remarks
Page 3 of 3

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.
S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

/

Reviewed by: % /6}7/#\ Date: ,,7 =/ —{ %

11-10-2011




Mainline

Date . _(!_/a_(‘ 201%_ __
Watchman__')) Bips

| Location CPOM wser.

2 8Switch 1.D. # 404 B

3Facing __ __  Triling _x _
Rail Pointg
4 Point to Point  $1 g

5 Point Condition
Y R Nothing less than 4 inches or greater than S inches.
6 N°"“ Throw. nfin 3 172 inches on house top point protected
6a Point Openin
N_S5%% g 3

7 Fit

YR
8 General Condition of the Points
YR

Heel of Switch

9 Main /)

10 Tumout (%

11 Gage ahead of Bend __ . 94

Must not be legs than 56 inches or
more than 57 inches for “S”
12 Heel Spread in Inches
Tumout _ 51, 5/g
I13Main___ SL Y,

Stock Rail

14 Bend

® YR

15 Condition

v r

Bolts
16 Loose ¢ _N/A

17 Missing ¢ N/A

Riv Huck Bolt

I8 Loose . o  NA
I9Missing o NA

20 Cotter Pins Missing D __NA

21 Jam Nuts l.oose [s) N/A

2la Washers @ Broken _ Missing

Remarks on page
GAFIC TE-10-2000

WO#_1503303

Inspection Crew IS.C-H.I.S wse B fanuska

Page L of 3

22 Standard Joints
Y R NA

23 Switch Plates
Y R

24 Adjustable Braces

® Y R NA
24a Non-Adjustable Braces
S Y R (VA

25 Front Rod
Y R NA
26 #1 Rod (Basket Rod)
YR
27 #2 Rod
Y R
2843 Rod
Y R NA
294 Rod
Y R NA
30'Closure Rail
Y R
3} Surface of Switch
SYR

Using a 62’ cord, not over
1" to11/2" for a Y and no
more than 1 1/2” to | 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Tics
Y R
33 Switch Adjustments

Yes @
34 Lubrication
Ok
35 Switch - rgets/Lamps
Ok Missing Ef;)
36 Latches

{Z Broken_  Missing
37 Bocks
Broken Missing

38 General Condition
DY R
39 Insulated Joints
Y R
39aRegular Joints
@ Y R



Mainline

50 Location
50a Switch L.D. #
51 Facing Trailing
52 Frog Tread N Y R
R Y R
53 Frog# _loO
54/79 Point Condition
YR
55 Condition of Frog
YR
56 Surface of Frog
SYR

57 Throat in Inches Y
72 Flangeway Depth  »-
Flangeway Depth must not be less than 1 %”

58 Main Track __ St%
59 Turnout Track _ S¢ Yo,

Gage must not be less than 56” any class

60 Guard Rail Gage N_S¢u¥ R S4%4
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N S2%8 R s2¥%%
Back to Back Gage must be less than 53 1/8”
62 Condition
YR
63 Location of Guard Rail (Relation to Point)
§§ YR
Guard Rail Clamps
64 Main Track
Y R NA
65 Turnout Track
€Y RNA

Class 1 Gage 56” to 57 %4”

More than 57 44” Qut of Service

Class 3 Gage 56" to 57"

More than 57” to 57 4" downgrade to
Class 2 and getsa Y

Remarks on page 3

GM.JC 11-10-2011

Frog In ion Re mi-Annu

Turnout Tiey
66 Condition
@ Y RNA
67 Rail Movement
® YRNA
ie Pl

68 Lead

Y R N/A
69 Guard Rail Flangeway

YRN 2~ R |
Guard Rail Flangeway can not be less 1 %"
70 Guard Rail Plates

Y RNA
71'¥rog Plates

@ Y R NA

Bolts
73 Loose
74 Missing

Rivets (Huck)
75 Loose 0 N/A
76 Missing o N/A

o N/A
o N/A

77 Nuts Missing o N/A
78 Cotter Pins Missing ® _N/A
79 Washers@ Broken___ Missing_ N/A
80 Hold Down Devices
@ Y R N/A

81 Spring Housing

SY N/.
82 Derails

S YR

83 Maximum difference in any 31’ in Cross
Level on the siding from the Frog Point to
50’ bevon last long ti
Difference

84 Conditign of Line thru entire turnout
YR



Remarks
Page 3 of 3

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class ! for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: 74 (9—7A::> Date: 7”/ — 15

11-10-2011




wos 1903219

Page 1 of 3

Mainling
Date _ Gf2e//q Inspection Crew 7~ SeH 15cze B Pwuska
Watchman B,
| Location _ _CRoMU/EcL 22 Standard Joints
28witchlD.# 424 |A Y R NA
3Facing______ Triling _x 23 Switch Plates

®Y R

Rail Pointg 24 Adjustable Braccs
4 Point to Point S Y4 ®Y R NA
5 Point Condition 24a Non-Adjustable Braces

.Y R Nothing less than 4 inches or greater than 8 inches. S Y R
6 No'_":g“—“_"sfin 3 1/2 inches on house top point protected 38 FrontRR .
6a Point Opening ( ®Y R NA
Yo S/4 26 #1 Rod (Basket Rod)
7 Fit Y R

@ YR 27 #2 Rod
8 General Condition of the Points YR

@YR 28 #3 Rod
Gage Y R N/A
Heel of Switch 29 #4 Rod
9 Main SLY% Y R NA
10 Turnout ST ¥% 30 Closure Rail
11 Gage ahead of Bend __S¢. % Y R

Must not be legs than 56 inches or 31 Surface of Switch
YR

more than 57 inches for “S”
12 Heel Spread in Inches
Tumout (Ys
13 Main 6%

Stock Rail
14 Bend

®v R
I5 Condition

Y R

Bolts
16Loose g  N/A
|7 Missing o N/A
Rivets (Huck Bolts)
I8Loos¢ . g NA
[YMissing o  NA
20 Cotter Pins Missing —o_ _._NA
21 Jam Nuts Loose > N/A

21a Washers @ Broken  Missing

Remarks on page
G\ ¢ Ir-1-2011

sing a 62’ cord, not over
1"to11/2" fora Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
@ Y R

witch

Yes

34 Lubricati
Ok @
35 Switch Targets/La

n
Ok Missing @
36 Latches

33 justments

Broken_ Missing
37 Lacks
0 Broken_ Missing
38 (ieneral Condition
Y R
39 Insulated Joints
QYR

39a Regular Joints
QYR



Mainline

50 Location
50a Switch LD. #
51 Facing Trailing
52FrogTread N ® Y R
R ®OYR
53 Frog# _|9
54/79 Point Condition
®YR

55 Condition of Frog

®YR
56 Surface of Frog

SYR

57 Throat in Inches 3 %
72 Flangeway Depth __ | '¥,
Flangeway Depth must not be less than 1 %”

58 Main Track AL
59 Turnout Track _ 57, %%
Gage must not be less than 56” any class
Guard Raily
60 Guard Rail Gage N_$¢%¥ R s«¥%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N Sz% R Sz %
Back to Back Gage must be less than 53 1/8”
62 Condition

YR
63 Location of Guard Rail (Relation to Point)

Y R
Guard Rail Clamps
64 Main Track

Y R NA
65 Turmnout Track

® Y RNA

Class 1 Gage 56” to 57 %
More than 57 %” Qut of Servic
Class 3 Gage 56” to 57

More than 57" to 57 V" downgrade to
Class 2 and getsa Y

Remarks on page 3

GM/IC 11-10-201)

Frog Inspection Report Semi-Annugj

Page2 of 3

Turnout Tieg
66 Condition
® Y RNA
67 Rail Movement
(_S) Y R N/A
Tie Plates
68 Lead
®Y RNA
69 Guard Rail Flangeway
OYRNI®B R_1%
Guard Rail Flangeway can not be less 1 %4”
70 Rail Plates
Y RNA
71 Frog Plates
® Y R NA

Bolts
73 Loose o N/A
74 Missing o NA

Rivets (Huck)
75 Loose 2 N/A
76 Missing 9 N/A
77Nuts Missing ___© N/A
78 Cotter Pipg Missing  ©  N/A

79 Washers Broken___ Missing__ N/A

80 Hold Down Devices
HY RNA
81 Spring Hoyging
S YR
82 Derails
S Y RN/

83 Maximum difference in any 31’ in Cross
Level on the siding from the Frog Point to

30 beyond the last long tie
(0) Difference

84 Condition of Line thru entire turnout

AYR



Remarks

BENT *4 Rop

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: %gﬂbﬂfjé‘_:‘) Date: 7"’/ = f L‘&

11-10-2011




Mainline
Date _  of 2ef1g
Watchman__ D  Bipp

Hgs -1
WOo#_IS0330s Page | of 3
Inspection Crew [ Seniscse B, Fanivska

I Location _CLROM /g _

22 Standard Joints

2 Switch |.D. # _ 49,9, - | _ Y R NA
3 Facing__ X ___Trailing 23 Switch Plates
YR
Rail Pointg 24 Adjustable Braccs
4 Point to Point ___ S/ %)Y R NA |
5 Point Condition - - 24a'Non-Adjustable Braces
YR Nothing less than 4 inches or greater than § inches. ,s Y R
6 N°'_"$f}jh’_“-’gﬂin 3 172 inches on house top point protected 25 Front RoJ
6a Point Opening Y R NA
NS% 8% 26#1 Rod (Basket Rod)
7 Fit YR
YR 27 #2 Rod
8 General Condition of the Points YR
YR 28 #3 Rod
SYR
Heel of Switch 29 #4 Rod
9 Main Sk SYR
10 Turnout _ 5¢,%. 30 Closure
11 Gage ahead of Bend Y R
Must not be lega than 56 inches or 31 Su of Switch
Y R

more than 57 inches for “S”

12 Heel Spread in Inches
Tumout o/
13 Main G’
Stock Rail
14 Bend
YR
15 Condition
@ Y R
Bolts
16Loose o  N/A
I7 Missing  Q N/A
Rivets (Huck Bolts)
18 Loose .0 N A

(9 Missing o _NA

20 Cotter Pins MiSsing B\

21 Jam Nuts Loose Q
2la Washers (OF  Broken

Remarks on page
GALIC T)-10-2010

sing a 62’ cord, not over
1”to11/2” for a Y and no
more than { 1/2” to | 3/4"
For a R, Great than 13/4" js Out
of Service
32 Head Block Ties
Y R
33 Switch
Yes
34 Lubricat
Ok ,
33 Switch Targets/Lamps
A @D Missing

djustments

36 Latchcs
Broken  Missing
37 Locks
@ Broken  Missing
38 General Condition
_NA Y R
N/A 39Ynsulated Joints
. Missing Y R

39a'Regular Joints

@YR



Mainline

50 Location

50a Switch LD, #

51 Facing Trailing

52 Frog Tread N ®YR
R OYR

53 Frog #

54/79 Point Condition
YR
55 Condition of Frog
SYR
56 Qurface of Frog
YR

57 Throat in Inches 3%

72 Flangeway Depth __ | '$7,
Flangeway Depth must not be less than 1 %”

58 Main Track SL%
59 Turnout Track __Sg.%
Gage must not be less than 56” any class
Guard Rail
60 Guard Rail Gage N_S4 %8 R S¢%4
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N sS2% R 92%
Back to Back Gage must be less than 53 1/8”
62 Condition
YR

63 Location of Guard Rail (Relation to Point)

YR
Guard Rail Clamps
64 Main Track

©YRNA

65 Turmout Track

AY RNA

Class 1 Gage 56” to 57 14"

More than 57 %4” Qut of Service

Class 3 Gage 56" to 57"

More than 57” to 57 14" downgrade to
Class 2 and gets a Y

Remarks on page 3

GM.IC 11-10-2011

Frog Inspection Report Semi-Annug]

Page2 of 3

Turnout Tieg

66 Condition
Y R NA
67 Rail Movement
S Y RNA

68 Lead
Y R NA
69 Guard Rail Flangeway
§YRN 2% R )
Guard Rail Flangeway can not be less 1 4"
70 Guard Rail Plates
Y RNA
71 Frog Plates
@ Y R NA

Bolts
73 Loose o) N/A
74 Missing o N/A

Rivets (Huck)
75 Loose 2 N/A
76 Missing © N/A
77 Nuts Missing 0o N/A
78 Cotter Pins Missing o N/A
79 Washers @ Broken__ Missing___ N/A

80 Hold Down Devices
Y R NA

81 Spring Housing
e
82 Derails
SYR
83 imum difference in 31'inCr
Level on the siding from the Frog Point to

50’ beyond the last long tie

@ Difference

84 Condition of Line thru entire turnout

FY R



- o i 4

Remarks

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: MKM{\ Date: 7"/ -/

/ =

11-10-2011



Mainling

Date _@j.ae,/zﬁ S
Watchman_ D RbAa
I Location _CRoMu/er

28witch1.D. # _ 4% .3 L
3Facing __ __ Tniling x
Rail Pointg

4 Point to Point _ S/ %4

5 Point Condition

5 ‘Y R Nothing less than 4 inches or greater than § inches.
6 Point Throw. nqjn 3 1/2 inches on house top point protected

N 4% 4vg

6a Point Opening
N

7 Fit
®YR

8 General Condition of the Points
®YR

Gage

Heel of Switch

9 Main__ 508

10 Turnout .

11 Gage ahead of Bend __ S¢. %
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumout ;4

13 Main__ %
Stock Rail .
14 Bend
Y R

15 Condition

§vyr
Boits
16 Loose o.._NA
17 Missing  , N/A
Rivets (Huck Bolts)
[8Loose ., NA
19 Missing o _N/A
20 Cotter Pins Missing _ O ____NA
21 Jam Nuts Loose © N/A
2la Washers @ Broken _ Missing

Remarks on page
GAMLIC 1) -10-200)

WOo# [S03307

Inspection Crewz SCH! Stee __5___/34/ys/<a _

Page | of 3

22 Standard Joints
@Y R NA
23 Switch Platcs
Y R

24 Adjustablc Braccs

Y R NA
24aNon-Adjustable Braces
SY R@

25 Front Rod
Y R NA
26 #1 Rod (Basket Rod)
Y R
27 #2 Rod
YR
28 ¥3 Rod
S YR WA
29 #4 Rod
SYR
30 Closure
YR
31 Surface of Switch
SYR

sing a 62’ cord, not over
1"to11/2" for a Y and no
more than | 1/2” to 1 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
YR
33 Switch Adjustments
Yes
34 Lubrication
Ok
A5 Switch Targets/Lamps
Ok Missing |
36 Latches '

q% Broken_ Missing
37 Locks

Broken  Missing
38 General Condition
Y R
39 sulated Joints
Y R
39a Regular Joints
@Y R



Mainline

50 Location
50a Switch I.D. #
51 Facing Trailing
52FrogTread N &Y R
R OYR

53Frog# b
54/79 Point Condition

HYR
55 Condition of Frog

YR
56 Surface of Frog

YR

57 Throat inInches _ 3%2
72 Flangeway Depth
Flangeway Depth must not be less than 1 %”

58 Main Track S63,
59 Turnout Track YA Y4

Gage must not be less than 56” any class

60 Guard Rail Gage N SY5/4 R S4¥ %
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N S2% R 52
Back to Back Gage must be less than 53 1/8”
62 Condition

Y R
63 Location of Guard Rail (Relation to Point)

®DYR
Guard Rail Clam
64 Main Track
YR NA

65 Tumout Track

Y R N/A

Class 1 Gage 56” to 57 %"

More than 57 44” Qut of Service

Class 3 Gage 56" to 57”

More than 57” to 57 ;" downgrade to
Class 2 and gets a Y

Remarks on page 3

GM:IC 11-10-2011

Frog Inspection R mi-Ann

Turnout Tiey
66 Condition
Y RNA
67 Rail Movement
(,9 Y R NA

68 Lead
&Y R NA
69 Guard Rail Flangeway
YRN_ /% R 12
Guard Rail Flangeway can not be less 1 4"
70 d Rail Plates
Y R NA
71 Frog Plates
@ Y R NA

Bolts
73 Loose
74 Missing

Rivets (Huck)

75 Loose D N/A
76 Missing D _NA
77 Nuts Missing__ @  N/A

78 Cotter Pins Missing o N/A
79 Washers @ Broken__ Missing__ N/A

2) N/A
° N/A

80 Hold Down Devices
S Y RNA
81 Spring Housing
SY
82 Derails
S YR
83 Maximum difference in any 31’ in Cros

M_LL_Q
Level on the siding from the Frog Point to

30 beyond the last long tie
@ Difference

84 Condi@n of Line thru entire turnout
YR



Remarks

Bewr BaseeT pap

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class ! for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: "%{ &ﬁ Vé? Date: 7"‘/ -~ Z (]L

11-10-2011




.
. )
LYW

M

Mainling

Date __é/zg#.&t.-w .
Watchman__ D R'iep

WOH_[S71204L
nspection Crew T Scu/scae B Rinuska

Page L of 3

22 Standard Joints

| Location _ CLRoM W e
28witchI.D. # _ 490 _ Y R NA
3 Facing___ ¢ Triling o 23 Switch Platcs
YR
Rail Pointg 24 Adjustable Braccs
4 Point to Point __ S| Y R NA
5 Point Condition = 24a Non-Adj Braces
" s Yt T: Nothing less than 4 inches or greater than § inches. S YR
om row, t
N St Min _#’.; 172 inches on house top point protected 25 Front Rod
6a Point Opening Y R NA
NSY% sy 26 #1 Rod (Basket Rod)
7 Fit Y R
SYR 27 #2 Rod
8 General Condition of the Points Y R
SYR 28 #3 Rod
Gage Y R N/A
Heel of Switch , 29 ¥4 Rod
9 Main SL74 Y R NA
10 Turnout _ S, 75, 30 Closure Rail
I1 Gage ahead of Bend S @ % Y R
Moust not be legs than 56 inches or 31 Surface of Switch
SYR

more than 57 inches for “S”
12 Heel Spread in Inches
Tumout (.38

13 Main V4

S
14 Bend
®YR

15 Condition

®©Y R
Boly

16 Loose _ o
17 Missing 3

Rivets (Huck Bolts)

I8Loose . q NA
[9 Missing 0 NA
20 Cotter Pins Missing b

21 Jam Nuts L. R
21a Washers O@/ Broken

Remarks on page
GALIC T]-10-207)

_N/A
N/A

__NA
N/A
N Mlssing______ _

Using & 62’ cord, not over
1"t011/2" fora Y and no
more than 1 1/2” to 1 3/4™
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes @
34 Lubrication
Ok
35 Switch
Ok
36 Latches

rgets/Lamps

Missing

. Missing
37 Locks
Broken_ Missing
38 General Condition
Y R
39 Thsulated Joints
S)Y R
39a Regular Joints

@YR



inli Frog Inspection Report Semi-Annual

50 Location
50a Switch LD. #

51 Facing Trailing
52FrogTread N (Y R

R @Y R
53 Frog #

54/79 Point Condition
®YR
55 Condition of Frog
YR
56 Surface of Frog
@YR

57 Throat in Inches __ 33

72 Flangeway Depth _ ) %/,
Flangeway Depth must not be less than 1 %”

58 Main Track ﬁv
59 Turnout Track _ 2,4
Gage must not be less than 56” any class

Guard Rails . 3
60 Guard Rail Gage N S£ 8 R Sy
Guard Rail Gage must more than 54 3/8”
61 Back ToBack NSz¥8 R Sz Y%
Back to Back Gage must be less than 53 1/8”
62 Condition
®YR
63 Location of Guard Rail (Relation to Point)
®©Y R
Rai
64 Main Track
©YRNA
65 Tumout Track
Y R NA

Class 1 Gage 56” to 57 14”

More than 57 44” Out of Service

Class 3 Gage 56” to 57”

More than 57" to 57 %" downgr t
Class 2 and gets a Y

Remarks on page 3

GM.IC 11-10-2011

Page2 of 3

66 Condition
€Y RNA
67 Rail Movement
@ Y R NA

68 Lead

®Y RNA
69 Guard Rail Flangeway
G@ YRN_ /% R 3

uard Rail Flangeway can not be less 1 %"
70 Guard Rail Plates

Y RNA

71 Frog Plates

@ Y R NA

Bolts
73 Loose
74 Missing

P> N/A
o __ N/A

75 Loose [o) N/A
76Missing __ 5, N/A
77 Nuts Missing ___» N/A
78 Cotter Ping Missing o N/A
79 Washe: Broken__ Missing_ N/A

80 Hold Down Devices
§Y RNA

81 Spring Housing
SYR

82 Derails

@Y R N/A
83 i difference in 31'in Cro

Level on the siding from the Frog Point to

0’ last long ti
Difference

84 Conditjon of Line thru entire turnout
YR



Remgrks

Mma_&m/&m; FUAG on STansa

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: /t/,, p,hé::; Date; 7 ""-/ - / ?'P

/

11-10-2011



S )

WO# _SDS 643

Page | of 3

Mainling
Date __ (loali4__ nspection Crew T Sediswer. M Acenw)
Watchman S Seu
| Location _ CMB w1/ 6 L , 22 Standard Joints
28witch 1D # 22 (A , Y R NA
3 Facing______Tniling D " 23 wntch Platcs
Y R
Rail Pointg _ 24 Adjustagz Bracces
4 Point to Point 51 /a Y R NA
5 Point Condntlon 24a Non-Aclje Braces
‘§> i Nothing less than 4 inches or greater than § inches. S Y R @
om
9’0 Mi 3 1/2 inches on house top point protected 25 Front Rou
ﬁa Point Openmg C?Y R NA
N_S S 26 Rod (Basket Rod)
7 Fit
Y R 27 #2 Rod
8 General Condition of the Points YR
®YR 28 #3 Rod
Gage Y R NA
Heel of Switch 294 Rod
9Main __ SL'4 2 Y R NA
10 Tumnout __ ¢, Yie 30 Closure Rail
11 Gage ahead of Bend  S¢. % Y R
Must not be legs than 56 inches or urface of Switch
Y R

more than 57 inches for “S”
12 Heel Spread i in) Inches

Tumout 6 A
I13Main & Vs
Stock Rail

14 Bend
Y R
15 Condition

@YR

Bolts
l6Loose ___©  N/A
17 Missing o N/A

Rivets (Huck Bolts)

I8 Loosc o N.A

19 M:ssmg N;A

20 Cotter Pins M Mlssmg . NA

21 Jam Nuts Loose -D N/A

2la Washers Broken  Missing

Remarks on page }
GALIC 1102011

sing a 62’ cord, not over
1"t011/2" for a Y and no
more than 1 1/2” to 1 3/4"
For a R, Great than 13/4” js Out
of Service
32 Head Block Ties
QYR
33 Switch Adjustments
Yes
34 Lubrication
Dry

35 Switch Targets/Lamps
Ok Missing___“@
36 Latchcs

(L® Broken  Missing
37 Locks

@ Broken  Missing
38 Gencral Condition

SSY R
39 Insulated Joints

S)Y R

39a Regular Joints
@ Y R



Mainline

50 Location
50a Switch [.D. #

51 Facing Trailing
52 Frog Tread N gv R

R Y R
53 Frog #
54/79 Point Condition
YR

55 Condition of Frog

YR
56"Surface of Frog

YR

57 Throat inInches 3 Y4
72 Flangeway Depth 2
Flangeway Depth must not be less than 1 %”

58 Main Track YL
59 Turnout Track St "o
Gage must not be less than 56” any class

]
60 Guard Rail Gage N _Su™ Ry,
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N S2% R _<z%
Back to Back Gage must be less than 53 1/8”
62 Condition
YR

63 Location of Guard Rail (Relation to Point)

®Y R

uard Rail Clam
64 Main Track

8 YRNA
65éumout Track

Y R NA

Class 1 Gage 56” to 57 %"

More than 57 %4” Out of Service

Class 3 Gage 56" to 57"

More than 57 to 57 \4" downgrade to
Class 2 and getsa Y

Remarks on page 3

GM.JC 11-10-2011

Frog Inspection Report Semi-Annug}

Page2 of 3

Turnoyt Ties
66 Condmon

Y R N/A
67 Movement
53 R N/A
68 Lead
6 Y RNA
69 Guard Rail Flangeway

YRN_ /e R_1Y,
uard Rail Flangeway can not be less 1 %"

70 Rail Plates
(SY RNA
71 Frog Plates

®Y R NA

Bolts

73 Loose © N/A
74 Missing o) N/A

Rivets (Huck)
75 Loose ) N/A
76 Missing O NA
77 Nuts Missing @ N/A
78 Cotter Pins Missing N/A
79 Washer@ Broken Mlssmg N/A

80 Hold Down Devices
Y RNA

81 Spring Housing
82 Derails

S YR

83 Maximum differen 31" in Cros
Level on the siding from the Frog Point t
50” beyond the last long ti

QT__E) Difference

84 Condition of Line thru entire turnout
OV R




Remarks

No_ssw Desrers aloren

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard,

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.
Reviewed by: y ¢ Af’g Date: 7—,/ ‘-/ SZ

11-10-2011



Mainline

Date _ ..h,!plz-r_[_lﬂs_..-._ .
Watchman S SgL

I Location _ Cm Fuw/ & R X

2 Switch1.D. # 2> B .
3Facing __ __ Trailing X L

Wo#_1505¢47
Inspection Crew | Scuisien M Avcnng
22 Standard Joints

Page | of 3

Y R NA

23 Switch Plates

Y R

24 Adjustable Braccs

4 Point to Point_ S|
5 mt Condltlon

Nothing less than 4 inches or greater than S inches.
6 0"“ Throw ln J 1/2 inches on house top point protected

6a Pomt Opemng
SV s ¥
7 lt
YR

8 General Condition of the Points

@ YR

Gage

Heel of Switch Y

9 Main Sh/z

10 Turnout _ S, 5/@

I'1 Gage ahead of Bend Sz %
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches

Tumout _ L%
13 Main 6%

Stock Rail
14 Bend

Q@ Y R
I5 Condition
QYR

Bolts
16 Loose .8 _NA

17 Missing o N/A

Rivets (Huck Bo!g[
N. A

I8 Loose
I9Missing o N/A
20 Cotter Pins Mrssmg ) __NA

(o N/A
_ Missing

21 Jam Nuts Loose
21a Washers @ Broken

Remarks on page
GinE IO H-12001

Y R NA
243 Non- Ad|ustable Braces

g X RTD

25 Front Rod
® Y R NA

26 #1 Rod (Basket Rod)
®YR

27 #2 Rod
YR
28 #3 Rod
®Y R NA
29 #4 Rod
Y R NA
30 Closure Rail
YR
31 Surface of Switch
YR
sing & 62’ cord, not over
1”to11/2” for a Y and no
more than | 1/2” to 1 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes

34 Lubricati
W
35 Switch rgctsft_am@

Ok Missing |
36 Latches

{g Broken
37 Docks

Broken
38 General Condition
Y R
39 Insulated Joints
Y R
39a Regular Joints
(S) Y R

Missing

Missing



Mainline Frog Inspection Report Semi-Annug] Page 2 of 3

50 Location Turnouyt Tieg
50a Switch I.D. # 66 Condition
51 Facing Trailing ®©Y RNA
52 Frog Tread N Y R 67 Rail Movement
R Y R ® YRNA
53 Frog# 10 ie Pl
54/79 Point Condition 68 Lead
®Y R ®Y RNA
55 Condition of Fr 69 Guard Rail Flangeway
YR h ® Y RN I R_|™
56 Surface of Frog Guard Rail Flangeway can not be less 1 %”
®GYR 70 Guard Rail Plates
3 Y RNA
57 Throat in Inches _ 3 /8 71 Frog Plates
72 Flangeway Depth __ 7 Y R NA
Flangeway Depth must not be less than 1 %"
Bolts
58 Main Track 56 Y 73 Loose ® NA
59 Turnout Track __ St Y, 74 Missing © NA
Gage must not be less than 56” any class
i Rivets (Huck)
60 Guard Rail Gage N S4 % R S4%% 75 Loose © NA
Guard Rail Gage must more than 54 3/8” 76 Missing ¢ NA
61 Back ToBack N $2"x R $Sa¥% 77Nuts Missing  ®  N/A

Back to Back Gage must be less than 53 1/8” 78 Cotter Pins Missing o N/A
62 Condition 79 Washers @ Broken__ Missing _ N/A

YR
63 Location of Guard Rail (Relation to Point) 80 Hold Down Devices
Y R ®Y R NA
Guard Rail Clampg 81 Spring Housing
64 Main Track S Y REA
Y R NA 82 Derails
65 Tumnout Track SYR
@ Y RNA 83 Maximum difference in any 31’ in Cros
Level on the siding from the Frog Point to
30° beyond the last long tie
Class 1 Gage 56” to 57 4" @ Difference
More than 57 %” QOut of Servic
Class 3 Gage 56" to 57” 84 Condition of Line thru entire turnout

More than 57" to 57 %" downgrade to QYR
Class 2 and gets a Y

Remarks on page 3

GM.JC 11-10-2011



S e s e
Y S

Remarks
Page3 of 3

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: //[/ (jK &7& Date: 7"’/ ~J L£

11-10-2011




Date _ofrliv

Watchman_S _sg
| Location _ _C/M BuwT //4

2 Switch I.D—.-‘# 25 :
3 Facing__X___ Tniling -

Wou_7525°7/7

__ Inspection Crew'_r____.'_s_qms_j,ﬁg*_li VSV

Page | of 3

22 Standard Joints
Y R NA

23 Switch Plates
Y R

24 Adjustable Braces

Rail Pointg
4 Point to Point __ S'I ¥ Y R NA
5 Point Condition = 24a Non-Adjustable Braces
. o'y; T: Nothing less than 4 inches or greater than 8 inches. S YR
int Throw,
N §____-§Eh 3 172 inches on house top point protected 25 Front Rod
6a Point Openin Y R NA
N 3% Sﬁi’a 26 #1 Rod (Basket Rod)
7 Fit YR
YR 27'#2 Rod
8 General Condition of the Points YR
Y R 2833 Rad
Y R N/A
Heel of Switch 2934 Rod
9 Main ﬂ’{;_u_ SY R NA
10 Tumout __ § &%) 30TClosure Rail
11 Gage ahead of Bend _ SL% Y R
Must not be legs than 56 inches or 31 Surface of Switch
more than 87 inches for “S” YR
12 Heel Spread in Inches Using a 62' cord, not over
Tumout _ (, S/, _ 1"t011/2" for a Y and no
13 Main [P more than 1 1/2” to 1 3/4"
For a R, Great than 13/4” is Out
of Service
Stock Rail 32 Head Block Ties
|4 Bend Y R
@ YR 33'Switch Adjustments
15 Condition Yes
@ YR 34@ﬁcation
Dry
Bolty 35'Switch Targets/Lam
I6Lloose _ o N/A Ok Missing
17 Missing o N/A 36 Latches
Broken_  Missing
Rivets (Huck Bolts) 3 s
18Loose . = o N.A Broken Missing
19 Missing o N/A A8 General Condition
Y R

20 Cotter Pins Missing ___ o N:A
21 Jam Nuts Loose o N/A
21a Washers @ Broken _ Missing

Remarks on page
GALIC T1-10-201 1

39 Insulated Joints
@ YR
3% Regular Joints

®Y R



inli Frog Inspection Report Semj-Annual

50 Location
50a Switch I.D. #
51 Facing Trailing
52 Frog Tread N ®YR
R @ YR
53 Frog# 1S
54/79.Point Condition
YR
55 Condition of Frog
®YR
56 Surface of Frog
YR

57 Throat in Inches ¥
72 Flangeway Depth -
Flangeway Depth must not be less than 1 %”

58 Main Track 5%
59 Tumout Track __S{, ¥

Gage must not be less than 56” any class

60 Guard Rail Gage N_S4°/, R sy
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 2% R 52Y%
Back to Back Gage must be less than 53 1/8”
62 Condition
R

63 Location of Guard Rail (Relation to Point)

YR

64 Main Track
Y R N/A
65 Turnout Track
(S Y RNA

Class 1 Gage 56” to 57 44"
More than 57 4" of Servi
Class 3 Gage 56" to 57

More than 57" to 57 4" downgrade to
Class 2 and gets a Y

Remarks on page 3

GM.JC 11-10-2011

Page2of 3

66 Condition
Y R NA
67 Rail Movement
Y R N/A

68 Lead
® Y RNA

69 Guard Rail Flangeway

YRN (55 R_|'Vh
Gtard Rail Flangeway can not be less 1 14"
70 Guard Rail Plates

Y R NA
71 Frog Plates

(@ Y R NA

Bolts
73 Loose © N/A
74 Missing o N/A

Rivets (Huck)
75 Loose o N/A

76 Missing o _N/A

77 Nuts Missing o N/A

78 Cofter Ping Missing_ ©  N/A
79 Washers Broken__ Missing__ N/A

80 Hold Down Devices
Y RNA
81 Spring Housing
SYR
82 Derails
SY
83 imum difference in 31'inCro

84 Condit@n of Line thru entire turnout
YR



Remarks

Nuw | ; MEe . 77 . =

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: 1/ &K %‘ﬁécﬁ Date: 7:/ - / {7&

11-10-2011




M)

wou _1505649

Page | of 3

Mainling
Date _ b, 22]14 - Inspection Crew _(_-S;;HLSLEL_WM... ALQ.HN —
Watchman S SELL

| Location _ <M pw/ 0707
25witchID.# 22 35
3 Facing ___)(___ . Triling

Rail Pointg
4 Point to Point  S7/7
5 Point Condition
‘Y R Nothing less than 4 inches or greater than § inches,
6 Poiht Throw, pg y 1/2 inches on house top point protected
Nh-f—‘é_—f} %
6a Point Opening
N__S#% 5'1'6
7 Fit
S Y R
8 Ueneral Condition of the Points
Y R
Gage
Heel of Switch
9Main __ (/4
10 Turnout
11 Gageahead of Bend 52 %
Must not be legs than 56 inches or
more than 57 inches for “S”
12 Heel Spread in Inches
Tumout _$2.%.
13 Main_ 56 %

Stock Rail
14 Bend
Y R

15 Condition

S YR

Bolts
16 Loose o N/A

17 Missing o N/A

Rivets (Huck Bolts)
N A

I8 Loose =
19Missing 0 N,A
20 Cotter Pins Missing .. ___NA

21 Jam Nuts Loos N/A
2la Washers @ Broken  Missing

Remarks on page }
G\LIC 11-10-2000

22 St:ilndard Joints

gs)-y R NA
23 Switch Plates
YR

24 Adjustable Braccs
Y R NA

24a Non-Adjustable Braces
S YR
itch R
29 Pl Rods
(DY R NA
26 #1 Rod (Basket Rod)
S)Y R
27 #2 Rod
YR
28 #3 Rod
Y R NA
29#4 Rod
Y R NA
30 Closure Rail
YR
31 Surface of Switch
YR
sing a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to 1 3/4"
For a R, Great than 13/4” js Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes
34 Lubrication
Ok
35 Switch Targets/Lamps
Ok Missing
16 Latches

@c Broken  Missing
37%ocks

Broken  Missing
38 General Condition
Y R
39 Msulated Joints
Y R
39aRegular Joints

@YR



Mainline

50 Location
50a Switch I.D. #
51 Facing Trailing
52FrogTread N ® Y R
R @OYR
53 Frog# O
54/79 Point Condition
SYR

55 Condition of Frog

®YR
56 Surface of Frog

©YR

57 ThroatinInches __ 3%
72 Flangeway Depth 2
Flangeway Depth must not be less than 1 %”

58 Main Track St
59 Turnout Track YR

Gage must not be less than 56 any class

60 Guard Rail Gage N s4 ¥, R S«
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N _s2% R _S2'%
Back to Back Gage must be less than 53 1/8”
62 Condition

SYR
63 Location of Guard Rail (Relation to Point)

YR

gu(négrg Rail Clampg
64 Main Track

(S YRNA
65 Turnout Track

B Y RNA

Class 1 Gage 56” to 57 4"
More than 57 %4” Qut of Servic
Class 3 Gage 56" to 57"

More than 57” to 57 \.” downgrade to
Class 2 and gets a Y

Remarks on page 3

GM.JC 11-10-2011

Frog Inspection Repo i-Ann

Turnout Tieg
66 _Condition

®Y rRNA
67 Rail Movement
G YRNA

68 Lead
Y R NA
69 Guard Rail Flangeway
Y RN_I'"™, R_Ig
Guard Rail Flangeway can not be less 1 %4”
70 Rail Plates

Y RNA
71 Frog Plates
@ Y R NA
Bolts
73 Loose 0] N/A
74 Missing () N/A
Rivets (Huck)
75 Loose 20} N/A
76 Missing o) N/A
77 Nuts Missing_©  N/A

78 Cotter Pins Missing o N/A
79 Washers @ Broken__ Missing  N/A

80 Hold Down Devices
Y R N/A
81 Spring Housing
SYR
82 Derails
S YR
83 Maximum difference in any 31’ in Cross
Level on the siding from the Frog Point to
" beyond the last long tie
o) Difference

84 Conditign of Line thru entire turnout
YR



Remarky
Page 3 of 3

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurgble.

Reviewed by: /
7

Date: Z’/- /('P

v

e

11-10-2011



Mainline

Date _ Glz7lie
Watchman_S Sey

I Location _ Cp BeZ /09
28vwitchID.# /198 sw
3 Facing X Triling o

i
4 Point to Point iy

5 Point Condition

Y R Nothing less than 4 inches or greater than § inches.
6 NOj"_t—m! {é‘_" lﬂ: 1/2 inches on house top point protected
6a Point Opening

N 4% <%

YR
8 Cieneral Condition of the Points
Y R

Gage

Heel of Switch .

9Main__ < -

10 Turnout h "

11 Gage ahead of Bend __ 57, L
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumout _ ¥

13Main__~ &%

Stock Rail
14 Bend
YR

|15 Condition
Y R

Boltg
I6Loose 0  N/A

I7 Missing  p N/A

Rivets (Huck Bolts)

I8Loost . & NA

19 Missing .5 NA

20 Cotter Pins Missing __ ___NA

21 Jam Nuts Loos o N/A

21a Washers Broken  Missing

Remarks on page
GALIC T1-10-2011

2S5 7/, Pa f3

.. Inspection Crew T Sopisiee - M Acaw.

22 Standard Joints
S2Y R NA

23 Switch Platcs
S) YR

24 Adjustable Braccs

®Y R NA
24a Non-Adjustable Braces

25 Front Rod

Y R NA
2641 Rod (Basket Rod)

YR
27%2 Rod

YR
28943 Rod

Y R NA
29 #4 Rod

Y R NA
30 Closure Rail

Y R

31 Surface of Switch
YR

sing a 62’ cord, not over
1"to11/2" for a Y and no
more than 1 1/2” ¢to | 3/4"

For a R, Great than 13/4” js Out

of Service

32 Head Block Ties
S)Y R

33 Switch
Yes

34 Lubrication
Ok

35 Switch Targets/Lamps
Ok Missin ‘

36 Latches s___

Broken_

justments

Missing
37 Locks
0 Broken
A8 General Condition
@Y R
39 Insulated Joints
QY R
39a Regular Joints
@ Y R

Missing



inli rog In

50 Location
50a Switch I.D. #

51 Facing Trailing
52 Frog Tread N ®YR

YR
53 Frog # @

54/79 Point Condition
PYR
55 Condition of Frog
®YR
56 Surface of Frog
YR

57 Throat in Inches _3 ¥
72 Flangeway Depth _ 3.%
Flangeway Depth must not be less than 1 %”

58 Main Track 2.7
59 Turnout Track __$7.5%

Gage must not be less than 56” any class

Guard Rails
60 Guard Rail Gage N_ S¢ ¥, R 5¢%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack NJ32% - R_S2%,
Back to Back Gage must be less than 53 1/8”
62 Condition
YR
63 Location of Guard Rail (Relation to Point)
Y R
ugrd Rai
64 Main Track
Y R NA
65 Tumout Track
@ Y R NA

Class 1 Gage 56” to 57 4"
More than 57 44" of S
Class 3 Gage 56" to 57”

More than 87" to 57 %" downgrade tg
Class 2 and gets a Y

Remarks on page 3

aM.JC 11-10-2011

66 Condition

Y R NA
67 Rail Movement
Y R NA
6
Y R NA
ard Rail Flangeway
YRN - R__ 1~
Guard Rail Flangeway can not be less 1 4"
Rail Plates
Y RNA
71 Frog Plates
(5 Y R NA
Bolts

73 Loose a N/A
74 Missing © N/A

75 Loose ° N/A
76 Missing Q NA
77 Nuts Missing o N/A
78 Cotter Pins Missing . N/A
79 Washe@ Broken__ Missing__ N/A

80 Hold Down Devices
Y RNA
81 Spring Housing
SYR
82 Derails

S Y RAA’
83 Maximu m difference in nany 31’ in Crosg
_U_MM_QE_L@_L@

Level ding fro
2 beyo last lon
o) Difference

84 Condition of Line thru entire turnout

@YR



Remarkg

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by//ug‘-@/‘{/ Date: 7 ”/ — / LP

11-10-2011



M

OA4D Sw
Mainline i Wow L5256 Page [ of 3 _
. Date _ Qlaalg Inspection Crew | SeHisze M Aenil
Watchman__ S sgy
I Location _ _Cmpesy o2y 22 Standard Joints
28witchID.#_o248 5w Y R NA
3 Facing ___ X ___Trailing —— 23 Switch Platcs
Y R
Rail Pointg 24 Adjustable Braces
4 Point to Point S} _ Y RNA
5 éjnt Condition e i B 24a on-Adj@e Braces
6P \: T: Nothing less than 4 inches or greater than § inches. ,s Y R
oint Throw, ¢ i
N 2% _E:In ‘..IA:./Z inches on house top point protected 25 Front Rod
6a Point Opening Y R NA
N_S% Sty 26 #1 Rod (Basket Rod)
7 Fit YR
YR 27%2 Rod
eneral Condition of the Points YR
YR 28 #3 Rod
Gage Y R NA
Heel of Switch 29 #4 Rod
9 Main 7 Y R NA
10 Turnout __ sz, ¥ 30 Closure Rail
11 Gage ahead of Bend St % YR
Must not be legs than 56 inches or 31 Surface of Switch
YR

more than 57 inches for “S”
12 Heel Spread in Inches

Tumout o4
1I3Main__ &%

Stock Rail
14 Bend

Y R
1 5 Condition
@ Y R

Boltg
l6Loose o N/A
(V]

17 Missing N/A

Rivets (Huck Bolts)

I8Loose . o NA
19 Missing o _NA
20 Cotter Pins Missing 9 NA

21 Jam Nuts Loose Q
2la Washers @ Broken Missing
Remarks on pa

GNMLIC T -10-2011

sing a 62° cord, not over
1"to11/2” for a Y and no
more than | 1/2” to | 3/4™
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
YR

33 Switch Adjustments
Yes

34 Lubri
Ok
35 Switch Targets/Lamps
Ok Missing <
36 Latches
Broken  Missing
37 Locks
Broken . Missing
38 General Condition
Y R
39 Insulated Joints
YR
39aRcegular Joints

Y R



Mainline og Inspecti

50 Location

50a Switch LD. #

51 Facing Trallmg

52 Frog Tread N Y R
87k

53 Frog #
54/79 Point Condition
YR
55 Condition of Frog
BYR
56 Surface of Frog
@®YR

57 Throat inInches __ 34

72 Flangeway Depth 2
Flangeway Depth must not be less than 1 %”

58 Main Track YA
59 Turnout Track _ S'¢
Gage must not be less than 56” any class

Guard Rails
60 Guard Rail Gage N_S¢$4 R St3,,
Guard Rail Gage must more than 54 3/8”
61 BackToBack N_s:% RS2
Back to Back Gage must be less than 53 1/8”
62 Condition

AR
63 Location of Guard Rail (Relation to Point)

QYR

Rai
64 Main Track
Y R NA

65 Tumout Track

@ Y R NA

Class 1 Gage 56” to 57 %4”
More than 57 44" Servi
Class 3 Gage 56" to 57”

More than 57" to 57 4" downgrade to
Class 2 and getsa Y

Remarks on page 3

GM/IC 11-10-2011

r
66 Condition

©Y RNA
67 Rail Movement

S YRNA

68 Lead
® Y RNA
69 Guard Rail Flangeway
Y RN_2% R_|"
Guard Rail Flangeway can not be less 1 %"
70 Guard Rail Plates
Y RNA
71'Y¥rog Plates
@ Y R NA

Bolts
73 Loose D _NA
74 Missing o NA

75 Loose o N/A
76 Missing ) N/A
77NutsMissing _ ©  N/A

78 Cotter Pins Missing___© N/A
79 Washe Broken__ Missing_ N/A

80 Hold Down Devices
©Y RNA
81 Spring Housing
SY
82 Derails
Y R N/A
83 Maxi di 31’ in Cro
Level on the siding from the Frog Point
50’ bevon last long ti
@ Difference

n of Line thru entire turnout
YR

84 Conditi



o8

e

0‘7)

Remarkg

No New Defeers Neorgg

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Date: 7"’/ - /q

Reviewed by: /M % 4

11-10-2011



Mainling

Date __gloalie
Watchman

| Location _ (CRoyWwecLL

28witchID. # cyy oy 3 §
3 Facing___x _ Tnailing e

4 Point to Point  S172-

5 Point Condition B
_Y R Nothing less than 4 inches or greater than S inches.
6 Point Throw. njn 3 1/2 inches on house top point protected
N_4%h 4y,

8 General Condition of the Points
Y R

Heel of Switch
9Main___ Sp¥%
10 Turnout _ St 4.
11 Gage ahead of Bend __ S¢.%
Must not be legs than 56 inches or
more than 57 inches for “S”
12 Heel Spread in Inches
Tumout (Y%

13 Main

14 Bend
YR

15 Condition

®v R

Bolts
16 Loose o _
17 Missing o

Rivets (Huck Bolts)

I8Loose . @ NA
I9Missing o NiA

_N/A
N/A

20 Cotter Pins Missing 5 __NA
21 Jam Nuts Loose o N/A
2laWashers (O  Broken Missing

Remarks on page 3
GALIC 1]-10-2000

WOK./1523044 Pa
. Inspection Crew l__&d&&mx*_ﬂ.[’a.um.a, .W_BIQ‘IAI\IT

of 3

22 Standard Joints
Y R NA

23 Switch Platcs
S)SY R

24 Adjustable Braccs

&Y R NA
24a Non-Adjustable Braces
SYR

25 Front Rod
(DY R NA
26 #1 Rod (Basket Rod)
Y R

®
27 #2 Rod
®Y R
28 #3 Rod
Y R NA
29 #4 Rod
Y R NA
30 Closure Rail

ing 8 62° cord, not over
1"to11/2" fora Y and no
more than | 1/2” to 1 3/4"
For a R, Great than 13/4” js Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes
34 Lubrication
Ok

35 Switch Targets/Lamps
Ok Missinghb
36 Latches m

gD Broken_  Missing
37 Eocks

Broken Missing
38 General Condition
YR
39 Insulated Joints
®vRr
39a Regular Joints
OV R



Mainling rog In i

50 Location
50a Switch I.D. #
51 Facing Trailing

52 Frog Tread N YR
R YR

53 Frog #
54/79 Point Condition
YR
55 Condition of Frog
YR
56 Nurface of Frog
YR

57 Throat in Inches _3 %
72 Flangeway Depth _ 2
Flangeway Depth must not be less than 1 %”

58 MainTrack _ St%
59 Turnout Track _ SL*%
Gage must not be less than 56” any class

Guard Rails 3 ,
60 Guard Rail Gage N S¢“%4 R s4'%,
Guard Rail Gage must more than 54 3/8”
61 Back ToBack NSz'/%, R S2%
Back to Back Gage must be less than 53 1/8”
62 Condition
©YR
63 Location of Guard Rail (Relation to Point)
YR
Rai
64 Main Track
Y R NA
65 Turmout Track
@ Y RNA

Class 1 Gage 56” to 57 44"
More than 57 %" Out of Servi
Class 3 Gage 56" to 57”

More than 577 to 57 4" downgrade tg
Class 2 and gets a Y

Remarks on page 3

GM.JC 11-10-2011

66 Condition
Y RNA
67 Rail Movement
@ Y R N/A

Tic Plates
68
E% Y RNA
69 Guard Rail Flangeway

YRN_ /™ R 2
Gurrd Rail Flangeway can not be less 1 4"
70 Guard Rail Plates
Y R NA
71 Frog Plates
Y R NA

Bolts
73 Loose o N/A
74 Missing o NA

75 Loose © N/A
76 Missing e NA
77 Nuts Missing o N/A
78 Cotter Pins Missing N/A
79 Washers @ Broken Mlssmg_ N/A

80 Hold Down Devices
@ Y R NA
81 Spring Housing
SY
82 Derails
SYR

83 M@g!mgm difference in any 31’ in Crosg
gvgl on the siding from .ghg Frog Poi g; to

50’ bevon last lon
Difference

84 Condition of Line thru entire turnout
(: X R



All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: /M @h‘i&x Date: 7~ /-/4,[
\J |

11-10-2011



Mpinline

Date
Watchman =
| Location . apomwecle
2Switch|.D. # v Yw -
3 Facing _X__ 'Frailing o

4 Point to Point __ S| /4
3 Point Condition
'Y R Nothing less than 4 inches or greater than § inches.
6 Point Throw. win 3 1/2 inches on house top point protected
N4% 4%
6a Point Opening
NS s
7 Fit
YR
8 (eneral Condition of the Points
YR

Heel of Switch

9Main__ S6”e

10 Turnout e ,

11 Gage ahead of Bend __ S5 /2
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumout _ ¢, %

13Main__ ¢ %

S
14 Bend

YR
Y R

%‘ondition

Boltg
16 Loose _ o
17 Missing ©

Rivets (Huck Bolts)

I8Loosc . o© NA
19 Missing ©° NA
20 Cotter Pins Missing — o0 _NA

_N/A
N/A

21 Jam Nuts Loose D N/A
2la Washers @ Broken _ Missing
Remarks on page

GALIC TT-10-2010

WO#_ 152304,

Page | of 3

_.. Inspection CrewI;—ic,\—\__léLE_E_rM_Eu_m_‘ w BRYAUT

22 Standard Joints
(S) Y R NA
23 Switch Plates
Y R

24 Adjustable Braccs

Q)Y R NA
24a'Non-Adjustable Braces
SYR

25 Front Rod
Y R NA

26 #1 Rod (Basket Rod)
Y R

27 82 Rod

YR
28 #3 Rod

Y R NA
29(?

Rod
?Y R N/A
1

30 Closure Rail
®Y R
31 Surface of Switch
YR

sing a 62’ cord, not over
1"to11/2" for a Y and no
more than | 1/2” ¢o 1 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
YR
33 Switch Adjustments
Yes o
34 Lubrication
Ok
35 Switch ~

gets/Lamp
Ok Missing ___(N/A)
36 Latches

Broken  Missing
37 Locks
Broken Missing
38 General Condition
Y R
39 Insulated Joints

DY R
39a Regular Joints
YR



.
A

Maginling

50 Location
50a Switch I.D. #
51 Facing Trailing
52 Frog Tread N YR
R Y R
53 Frog¥# 8
54/79 Point Condition
YR
55 Condition of Frog
S)YR
56 Surface of Frog
YR

57 Throat inInches __ 3%
72 Flangeway Depth _ 2
Flangeway Depth must not be less than 1 %”

58 Main Track Sce
59 Turnout Track __ St %,
Gage must not be less than 56” any class

60 Guard Rail Gage N_S4™, R S4%
Guard Rail Gage must more than 54 3/8”

61 Back ToBack N Sz¥%g R Sz%g
Back to Back Gage must be less than 53 1/8”
62 Condition

YR
63 Location of Guard Rail (Relation to Point)

@Y R
Rai
64 Main Track
Y R N/A

65 Turmout Track
@ Y R N/A

Class 1 Gage 56” to 57 14"
More than 57 44” Out of Servi
Class 3 Gage 56" to 57"

More than 57" to 57 4" downgrade to
Class 2 and gets a Y

Remarks on page 3

GM/JC 11-10-2011

FrogIn i =A

r
66 Condition
®@ Y RNA
67 Rail Movement
@ Y R N/A

68

Y RNA
69 Guard Rail F way

@Y RNy R_2-

Guard Rail Flangeway can not be less 1 %”
70 Rail Plates

Y RNA
71 Plates

Y R NA

Bolts
73 Loose © N/A
74 Missing o N/A

75 Loose o) N/A
76 Missing = N/A
77 Nuts Missing _ 5 N/A

78 Cotter Pins Missing .o N/A
79 Washers(Ok) Broken _ Missing__ N/A

80 Hold Down Devices
Y R NA
81 Spring Housing
SYR
82 Derails
SY

83 i di nee in 31'in Cro

last long ti

@ Difference

84 Conditén of Line thru entire turnout
YR



Remarkg

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: Wj&}? /({/"“ Date: 7// —/ ?ﬁ

11-10-2011



Date ,____@/7.-1[..!.4__ —
Watchman
I Location _Qposf Wew. L

2 SwitchI.D. # Cwey Yws

3Facing__ )} ___Triling ___

i
4 Point to Point StYs
5 Pgint Condition
Y R Nothing less than 4 inches or greater than S inches.

6 ;°g.g°g§gl_in 3 1/2 inches on house top point protected
6a Point Opening
NS s
7 Fit
&®YR
8 General Condition of the Points
Y R

Heel of Switch
OMain__ g,/
10 Turnout Viw
11 Gage ahead of Bend Y
Must not be legs than 56 inches or
more than 57 inches for “S”
12 Heel Spread in Inches
Tumout _ (72

[3Main___ ¢ %

t
14 Bend

Y R
15 Condition

@YR

Boltg
6 Loose _ ©
17 Missing 6

Rivets (Huck Bolts)
I8 Loose no.  NA
19 Missing o _NA

20 Cotter Pins Missing 0 ___NA

_N/A
N/A

21 Jam Nuts Loose P N/A
21a Washers @ Broken _ Missing
Remarks on page

GNLIC - 10-200

WOH!823n4q

_.. [Inspection Crew L.S%HIS\L&E_‘ .M_BHABA . W _B,E-{Aw—

Page | of 3

22 Standard Joints

@Y R NA

23 Switch Platcs
YR

24 Adjustable Braces

SYRNA
24a Non-Adjustable Braces
oAt
25 Front Rod
®©Y R NA
26 #1 Rod (Basket Rod)
Y R

27 #2 Rod
Y R
28 #3 Rod
Y R N/A
29 #4 Rod
&Y R NA
30 Closure Rail
YR
3l of Switch
S)Y R
sing a 62’ cord, not over
1”to11/2" for a Y and no
more than { 1/2” ¢o | 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
YR
33 Switch Adjustments
Yes
34 Lubrication
Ok
35 Switch Targets/Lamps
Ok Missing
36 Latches
Brokcn  Missing
37 Locks
Broken  Migsing
38 Gencral Condition
Y R
39Tnsulated Joints
YR
39a Regular Joints
@ Y R



inli Frog Inspection Report Semi-Annual

50 Location
50a Switch I.D. #
51 Facing Trailing
52 Frog Tread N ®YR
R G®YR
53 Frog #
54/79 Point Condition
(DY R

55 Condition of Frog

é YR
56 Surface of Frog

@ YR
57 Throat inInches __3*%-
72 Flangeway Depth _ 2.
Flangeway Depth must not be less than 1 %”
58 Main Track YA
59 Turnout Track _ S& i\,

Gage must not be less than 56” any class

60 Guard Rail Gage N_S4%. R 4%
Guard Rail Gage must more than 54 3/8”

61 Back ToBack N 52% R S27.
Back to Back Gage must be less than 53 1/8”
62 Condition

64 Main Track
Y R NA
65 Turnout Track
(2 Y R NA

Class 1 Gage 56 to 57 4”

More than 57 44" Out of Service

Class 3 Gage 56" to 57”

More than 57" to 57 4" downgrade tg
Class 2 and gets a Y

Remarks on page 3

GM.JC 11-10-2011

T

66 Condition
®Y RNA

67 Rail Movement
(® Y R N/A

68 Lead
Y RNA
69 Guard Rail Flangeway
Y R N_ |4 R_%
Guard Rail Flangeway can not be less 1 %4”
70 Guard Rail Plates
Y RNA
71 Frog Plates
@ Y R NA

Bolts

73 Loose [0) N/A
74 Missing © N/A

75 Loose © NA
76 Missing @__NA
77 Nuts Missing O N/A
78 Cotter Pins Missing © _N/A
79 Washer@ Broken__ Missing  N/A

80 Hold Down Devices
Y R NA
Bg%pn'ng Housing
SY
82 Derails
SYR
83 i differ
Lev iding from
50’ beyon last long ti
Difference

i 31’i 0
Frog Point t

84 Conditci§n of Line thru entire turnout
YR



Remarkg

oca Cv T '3

BenT ¥4 Rop

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention necded or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: /&/ %ﬁ‘/ﬁé@ Date: 7 -/ "/ C71/

11-10-2011



T
»

Mainling

Date _ _Glahe
Watchman
| Location CROHWELL .

2 Switch |.D. # Cwy Yw?7

3 Facing__ X Trailing

Rail Pointg ,
4 Point to Point _ S 4.

5 Paint Condition o
@Y R Nothing less than 4 inches or greater than § inches.
6 N";{ég‘_f'ow-_ _yaln 3 172 inches on house top point protected
6a Point Opening
NS S
7 Fit
Y R
8 General Condition of the Points
YR

Gage

Heel of Switch

9 Main__Sph -

10 Turnout ;

11 Gage ahead of Bend S /2
Must not be less than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumout L%

I3 Main__ [ 4

Stock Rail
14 Bend
®YR
|5 Condition
Y R

Boltg
6 Loose o
I7 Missing

Rivets (Huck Bolts)

I8Looste . g  NA
I9Missing 0 NA
20 Cotter Pins Missing 0

21 Jam Nuts Logse o
2la Washers @ Broken

Remarks on page
GAEIC T1-10-2011

__N/A
N/A

_NA
N/A
. Missing

WO# _[J23052, py
.. Inspection Crew [ Scnister, M Poipen, - BranT

of 3

22 Standard Joints
®OY R NA
23 Switch Plates
YR

24 Adjustable Braces

®Y R NA
24a Non-Adjustable Braces
S YR

25 Front Rod
@Y R NA
26 #1 Rod (Basket Rod)
YR

27 #2 Rod
YR
28 #3 Rod
Y R N/A
29 #4 Rod
Y R NA
30 Closure Rail
Y R
31 Surface of Switch
YR
sing a 62’ cord, not over
1”¢to11/2" for a Y and no
more than { 1/2” to | 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch
Yes
34 Lubrication
Ok D

35 Switch Targets/Lamps
Ok Missing'_w
16 Latches

0b

37 Locks

justments

Broken_  Missing.

Broken Missing
38 General (ondition
Y R
39Tnsulatcd Joints
YR
39a Regular Joints
@ Y R



Mainling

50 Location

50a Switch LD, #

51 Facing Trailing

52 Frog Tread N ®YR
R ®YR

53 Frog #

54/79 Point Condition
YR
55 Condition of Frog
®OYR
56 Surface of Frog
YR

57 Throat in Inches __ 3%
72 Flangeway Depth 2
Flangeway Depth must not be less than 1 %”

58 Main Track Y
59 Turnout Track _ S¢ "/

Gage must not be less than 56” any class

60 Guard Rail Gage N S¥ % Rsq /8
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 52%, RSz 'Y
Back to Back Gage must be less than 53 1/8”
62 Condition

®YR
63 éocation of Guard Rail (Relation to Point)

YR

m
64 Main Track
Y R NA
65 Turnout Track
@ Y R NA

Class 1 Gage 56” to 57 44"
More than 57 %4” Out of Servi
Class 3 Gage 56" to 57”

More than $7” to 57 4" downgrade to
Class 2 and gets a Y

Remarks on page 3

GM.IC 11-10-2011

Frog Inspection Report Semi-Annual

T
66 Condition
@ Y RNA
67 Rail Movement
@ Y R N/A

68 Lead
Y RNA
69 Guard Rail Flangeway
YRN_I1Y R_1
Guard Rail Flangeway can not be less 1 %4”
70 Guard Rail Plates
(9 Y R N/A
71 Frog Plates
@ Y R NA

Bolts
73 Loose 2) N/A
74 Missing © N/A

75 Loose o N/A
76 Missing © _N/A
77 Nuts Missing o NA
78 Cotter Pins Missing 9 NA
79 Washe Broken___ Missing___ N/A

80 Hold Down Devices
Y R N/A
81 Spring Housing
S Y RA
82 Derails
SYR
83 Maximum difference in any 31’ in Crosg
Level on the siding from the Frog Point to
50’ beyon last long ti
Difference

84 Conditign of Line thru entire turnout
YR



Remarks

No akw Decects xbren

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: % /

11-10-2011



WO# (523054 p,

of 3

Mainline
Date _@lg._-r{ % __ Inspection C"CWT__,?}C,HLS.L&Q‘_MPQ,LMQ.»* W 7323{1%;1
Watchman
| Location _CRoMwew, . 22 Standard Joints
2 Switch 1.D. # @ ©Y R NA
3 Facing__X____Tniling 23 Switch Platcs
@ Y R
Rail Pointg 24 Adjustablc Braces
4 Point to Point __ 5 ¥ @Y R NA
5 Point Condition ' 24a Non-Adjustable Braces
Y R Nothing less than 4 inches or greater than § inches. S Y R/
6 NOT;?LOT Min 3 1/2 inches on house top point protected 25 Front Rod
6a Point Opening Y R NA
N 4% 4% 26'#1 Rod (Basket Rod)
7 Fit YR
@®YR 27 42 Rod
8 General Condition of the Points YR
YR 28 #3 Rod
SYR
Heel of Switch 29 #4 Rod
9 Main __ 5% Y%, - SYREY
10 Tumout _ ST %, 30 Closure Rail
11 Gage ahead of Bend __ S, % YR
Must not be legs than 56 inches or 31 Surface of Switch
more than 57 inches for “S” YR
12 Heel Spread in Inches sing & 62’ cord, not over
Tumout _ ( ?_ B 1"t011/2” for a Y and no
13 Main 70 more than 1 1/2” to 1 3/4"
T For a R, Great than 13/4™ is Out
of Service
32 Head Block Ties
14 Bend Y R
YR 33 Switch Adjustments
|5 Condition Yes
@ YR 34@%4&‘;
Dry
Boltg 35 Switch Targets/Lamps
[6Loose O  N/A Ok Missing
17 Missing N/A 36 Latches
@ Broken  Missing
Rivets (Huck Bolts) 37 Cocks
I8Loose . = o N.A @ Broken  Missing
19 Missing o  NA 38 General Condition
20 Cotter Pins Missing .9 NA S)Y R
21 Jam Nuts lL.oose R N/A 39 Iasulated Joints
Broken _ Missing S)Y R

2la Washers @

Remarks on pa
GNLICTT-10-207

39a Regular Joints
OVR



50 Location
50a Switch LD. #
51 Facing Trailing
52FrogTread N S Y R
R Q YR
53 Frog# _ L
54/79 Point Condition
@Y R
55 Condition of Frog
(YR
56 Surface of Frog
SSYR

57 ThroatinInches __ 3 %2
72 Flangeway Depth __ 2

Flangeway Depth must not be less than 1 %”

58 MainTrack _ S %
59 Turnout Track __ St s
Gage must not be less than 56” any class

Guard Rails
60 Guard Rail Gage N_S¢ % R 54'%,

Guard Rail Gage must more than 54 3/8”

61 Back ToBack N 5% R s2'%

Back to Back Gage must be less than 53 1/8”

62 Condition

(SDYR
63 Location of Guard Rail (Relation to Point)

®YR
Rai
64 Main Track
®YRNA
65 Tumout Track
@ Y R NA

Class 1 Gage 56” to 57 4"

More than 57 %” Qut of Service

Class 3 Gage 56" to 57"

More than 57" to 57 %" downgrade to
Class 2 and gets a Y

Remarks on page 3

GM:IC 11-10-2011

-An Page2 of 3

I
66 Condition
® Y RNA
67 Rail Movement
Y R N/A

68 Lead
Y RNA
69 Guard Rail Flangeway -
YRN_2 R !y
Guard Rail Flangeway can not be less 1 %4”
70 Guard Rail Plates
Y R N/A
71 Frog Plates
S) Y RNA

Bolts
73 Loose ") N/A
74 Missing Q N/A

75 Loose
76 Missing o N/A
77NutsMissing___ o N/A

78 Cotter Pins Missing ¢ N/A
79 Washers @ Broken___Missing  N/A

80 Hold Down Devices
® Y RNA
81 Spring Hoysing
82 Derails
SYR
83 Maxi di nce in 3
Level o iding from the Frog Point t
50’ bevon last long ti
Difference

84 Condité)n of Line thru entire turnout
YR



Remgrky

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: %{ ' > Date: 7"/ i / ¢

ALyt

11-10-2011



.
e rl‘ ?

Mainling

Date _ (oloafl4 .
Watchman__ _

I Location (Y, powqweLt

2 Switch[.D. # Lwy Yz _
3 Facing__ x Imiling _ =~ _

i

4 Point to Point __ S
5 Point Condition

.@.Y R Nothing less than 4 inches or greater than S inches.
6 Point Throw. Min 3 1/2 inches on house top point protected

N4% 4y
6a Point Opening

NS S
7 Fit

O YR
8 éenenl Condition of the Points

Y R

Heel of Switch

9 Main Sb%. -

10 Turnout _S%.

1 Gage ahead of Bend _Sg.*/ie

Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turmout _ ¢, %

13 Main o Ve

Stock Rail

14 Bend
YR

15 Condition
YR

Bolts
16 Loose o
17 Missing  ©

Ri Huck Bolt

I8Loose . o NA

[9 Missing ... NA

20 Cotter Pins Missing o
21 Jam Nuts L. @
2la Washers Broken

__N/A
N/A

__NA
N/A
.. Missing

Remarks on page
GNLIC 110201

WO#. /523042, py f3

Inspection Crew l Scm&u&, _M_J?o..l.-_uim, W -52741\/1"

22 Standard Joints
&Y R NA

23 Switch Platcs
YR

24 Adjustable Braccs

POY RNA
24a Non-Adjustable Braces
SYR @

25 Front Rod
Y R NA

26 #1 Rod (Basket Rod)
YR

27 #2 Rod
YR
28 #3 Rod
Y R N/A
29 #4 Rod
Y R NA
30 Closure Rail
Y R
31 Surface of Switch
YR
sing & 62° cord, not over
1"t011/2” for a Y and no
more than 1 1/2” to 1 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
YR
33 Switch Adjustments
Yes

34 Lubricafion
Ok @
35 Switch Targets/Lamps

Ok Missing
36 Latches
Broken_  Missing
37 Locks
Broken  Missing
38 General Condition
YR
39 Insulated Joints
YR
39a'Regular Joints

YR



Mainling

50 Location

50a Switch LD, #

51 Facing Trailing

52 Frog Tread N YR
R ®YR

53 Frog #
54/79 Point Condition
YR
55 Condition of Frog
YR
56 Surface of Frog

®YR
57 Throat inInches 32

72 Flangeway Depth 2.
Flangeway Depth must not be less than 1 %”

58 Main Track S
59 Turnout Track __ S %,
Gage must not be less than 56” any class

Guard Rails "
60 Guard Rail Gage N_Su'%, R Su
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N s2'% R s2%
Back to Back Gage must be less than 53 1/8”
62 Condition

®YR
63 Location of Guard Rail (Relation to Point)

@ YR
Rai
64 Main Track
Y R N/A

65 Turnout Track
® Y RNA

Class 1 Gage 56” to 57 1"

More than 57 44" Out of Service

Class 3 Gage 56" to 57"

More than 57" to 57 4" downgrade tg
Class 2 and gets a Y

Remarks on page 3

GM.IC 11-10-2011

Frog Inspection Report Semi-Annual

r
66 Condition
Y RNA
67 Rail Movement
@ Y R N/A

68 Lead
Y R NA
69 Rail Flangeway
Y RN_|'" R L

Guard Rail Flangeway can not be less 1 %”

70 Guard Rail Plates
Y RNA

71 Plates
Y R NA

Bolts
73 Loose
74 Missing

o _NA
O__N/A

Ri
75 Loose
76 Missing o N/A
77NutsMissing o N/A
78 Cotter Pi

0 N/A

Missing g N/A

79 Washers Broken___Missing___ N/A

80 Hold Down Devices
®Y RNA
81 Spring Housi
SYR
82 Derails
S YR

83 i differen

Level on the siding from the Frog Point to

50’ on last long ti

i 31

84 Conditign of Line thru entire turnout

Y R

Cr



L N IR V'Y
~ ‘

Remarkg

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewsd b,%;%/%/@/l%éc e 6 =30~ |

11-10-2011




e,

4 )

h]

Mainline Switch In
Date __ @fufi4
Watchman —

| Location _ CROM(WEL_
2 Switch1.D. # Cy Ywr
3 Facing _ x_ Trailing .~ _

il Poi
4 Point to Point _ S14
5 Point Condition
YR Nothing less than 4 inches or greater tham § inches.

6 Point Throw. iy 3 1/2 inches on house top point protected
N_4% 43,

—— e, e

YR
8 General Condition of the Points
YR

Heel of Switch

9Main__S6%

10 Turnout  SLY;

11 Gage ahead of Bend  SeVie
Must not be legs than 56 inches or
more than 87 inches for “S*

12 Heel Spread in Inches
Tumout (- ¥e

I3Main___ &%

Stock Rail .
14 Bend
YR

|5 Condition
YR

Boltg
[6Loose o  N/A
17 Missing o N/A

Rivets (Huck Bolts)

I8Loose . o  N.A

19 Missing © _NA |

20 Cotter Pins Missing __ o _NA

21 Jam Nuts Loose 0 N/A

21a Washers @ Broken _ Missing

Remarks on page
GALIC 1)-10-200]

WO#_ /523027  peofa
Inspection C"WT:_S.C.—HISLE&, _M_f%mg)_w :BQTANT

22 Standard Joints
Y R NA

23 Switch Platcs
Y R

24 Adjustable Braccs

- 8/Y R N/A
24a Non-Adjustable Braces
S YR

25 Front Rod
Y R NA
26 #1 Rod (Basket Rod)
®Y R
27 #2 Rod
Y R
2873 Rod
Y R N/A
29 74 Rod
Y R N/A
30 Closure Rail
YR
3I'Surface of Switch
YR
sing a 62’ cord, not over
1"to11/2" fora Y and no
more than 1 1/2” to 1 3/4"
For a R, Great than 13/4” js Out
of Service
32 Head Block Ties
YR
33*Switch Adjustments
Yes

34 Lubricati
Ok (@
35 Switch Targets/Lai
Missing_;(@
36 Latches

Ok
) Broken  Missing
37 Locks

@ Broken
38 General Condition
YR

39 Insulated Joints
YR

393 Regular Joints
YR

Missing



Mainlinge = Frog Inspection Report Semj-Annugl Page2of I

50 Location

50a Switch LD, #

51 Facing Trailing

52FrogTread N @ Y R
R ®YR

53Frog# _ 8

54/79 Point Condition

(YR
55 Condition of Frog
YR
56 Surface of Frog

(S)Y R

57 Throat in Inches __ 3%
72 Flangeway Depth 2
Flangeway Depth must not be less than 1 %”

58 Main Track 5%
59 Turnout Track _S¢Vy

Gage must not be less than 56” any class

Guard Rails s

60 Guard Rail Gage N S+>% R su¥%y
Guard Rail Gage must more than 54 3/8”

61 Back ToBack N S2"¢ R_SzY,
Back to Back Gage must be less than 53 1/8”
62 Condition

YR
63 Location of Guard Rail (Relation to Point)

@Y R
64 Main Track
Y R N/A

65 Tumout Track
O Y RNA

Class 1 Gage 56” to 57 %"

More than 57 %” Out of Service

Class 3 Gage 56” to 57"

More than 57" to 57 " downgrade to
Class 2 and gets a Y

Remarks on page 3

GMLIC 11-10-2011

66 Condition
Y R NA
67 Rail Movement
@ Y R N/A

68 Lead
Y R NA
69 Guard Rail Flangeway
YRN_/"% R_ 1
Guard Rail Flangeway can not be less 1 %"

70 Rail Plates
S)Y R N/A
71 Plates

Y R NA

Bolts
73 Loose o) N/A
74 Missing o NA

75 Loose o N/A
76 Missing ) N/A
77 Nuts Missing_ ¢ N/A
78 Cotter Pins Missing ¢ N/A
79 Washen@ Broken__ Missing___ N/A

80 Hold Down Devices
Y R NA
81 Spring ing

84 Condition of Line thru entire turnout



All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable,

S %/ Kﬁfé—; e/~ (= 1

11-10-2011



